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Coast Guard, DHS § 160.066–9 

Subpart 160.066—Distress Signal 
for Boats, Red Aerial Pyro-
technic Flare 

SOURCE: CGD 76–183a, 44 FR 73050, Dec. 17, 
1979, unless otherwise noted. 

§ 160.066–1 Type. 
(a) Red aerial pyrotechnic distress 

signals specified by this subpart must 
be either self-contained or pistol 
launched, and either meteor or para-
chute assisted type. 

(b) [Reserved] 

§ 160.066–5 Design, construction, and 
manufacturing requirements. 

(a) Each signal must be either: 
(1) A self-contained unit with all nec-

essary components for firing the sig-
nal, or 

(2) A cartridge intended for firing 
from a signal pistol that is approved 
under Subpart 160.028 of this chapter. 

(b) Each signal unit must have an in-
terior chamber which contains the 
main propulsion charge and which is 
constructed so that it is capable of 
withstanding the forces generated by 
ignition without rupture, crack, or de-
formation of any kind. 

(c) Signals must be constructed in 
lots numbered serially by the manufac-
turer. A new lot must be started when: 

(1) Any change in construction de-
tails occurs; 

(2) Any change in sources of raw ma-
terials occurs; 

(3) Production is started on a new 
production line or on a previously dis-
continued production line; or 

(4) A lot exceeds 30,000 units. 

§ 160.066–7 Performance requirements. 
(a) Each signal must: 
(1) Burn ‘‘vivid red’’ when tested as 

specified in § 160.021–4(d)(7) for at least 
5.5 seconds. 

(2) Have a peak luminous intensity of 
at least 10,000 candela. 

(3) Burn a total of not less than 1,000 
candleminutes (Cm) using the formula 

I × T = Cm 

Where: 
I=the luminous intensity measured as in sub-

section (c); 
T=the total burn time of the device in min-

utes; and 

Cm=the candle-minute rating of the device. 

(4) Burn out completely before falling 
back to the level of launch. 

(5) Function in a manner that would 
not cause burns or injury to an unpro-
tected person firing the signal in ac-
cordance with the manufacturer’s in-
structions. 

(6) Not malfunction in a manner that 
would cause burns or injury to an un-
protected person firing the signal in ac-
cordance with the manufacturer’s in-
structions. 

(b) Each signal must meet the re-
quirements of paragraph (a) after: 

(1) Submersion in water for 24 hours, 
or 

(2) If protected by a sealed container, 
submersion in water for 24 hours inside 
the sealed container immediately fol-
lowed by submersion for 10 minutes 
without the container, and 

(3) Being exposed to the Elevated 
Temperature, Humidity, and Storage 
Test in § 160.066–13(b). 

(c) Testing for burn time and lumi-
nous intensity pursuant to paragraphs 
(a)(1) and (a)(2), respectively, shall be 
conducted in conformity with the fol-
lowing requirements and procedures: 

(1) The chart speed of the light meas-
uring equipment shall not be slower 
than 5 seconds per inch; 

(2) The chart sweep of the light meas-
uring equipment shall not be slower 
than .5 seconds for full scale; 

(3) The first and last seconds of the 
burn shall be eliminated in measuring 
luminous intensity; 

(4) The time during which the candle 
burns (excluding first and last seconds 
of burn) is to be used to determine the 
luminous intensity by averaging the 
readings taken during the burning; and 

(5) Burn time is to be measured from 
first light of the signal to dark. 

§ 160.066–9 Labeling. 
(a) Each signal must be legibly and 

indelibly marked with the following in-
formation: 

(1) The manufacturer’s name, 
(2) The designed burning time of the 

pyrotechnic candle(s), 
(3) The specific signal pistol for 

which the signal is designed, if any, 
(4) The lot number, 
(5) The Coast Guard approval num-

ber, 

VerDate Sep<11>2014 11:42 Dec 17, 2014 Jkt 232203 PO 00000 Frm 00167 Fmt 8010 Sfmt 8010 Y:\SGML\232203.XXX 232203w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2015-01-09T10:29:49-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




